


21" Ultra High Speed Buffer

Model 2100 Burnishes 25,000 Square Feet Per Hour 

Easy pad changing 

Shown with 
Honda 13 hp engine

Productivity and performance is not a problem with the 2100 model’s ability to
cover 25,000 square feet per hour. The offset body design on this 21" burnisher
allows easy access to both open and hard to reach areas. Those less accessible
areas near corners and racks are not a problem with this burnisher – it reaches
into areas that other burnishers simply cannot reach. Choose from three state-of-
the-art engines: the Honda 13hp, the Onan 14 hp, or the Kawasaki 17 hp.

■ Special aluminum magnesium alloy base
■ Right side offset machine body
■ 13 hp Honda, 14 hp Onan or 17 hp Kawasaki motor
■ 110 volt starter or 12 volt battery with key switch
■ Oil alert or low oil shut down
■ Hour meter
■ 360º floating swivel spin-on pad driver
■ Safety regulator fuel system
■ Pad speed to 2100 RPM
■ Head pressure of 40 lbs.
■ 2-3 year limited manufacturer’s warranty
■ Meets CARB and EPA emissions standards

*Engine warranty by the engine manufacture



■ Special aluminum magnesium alloy base
■ Catalytic converter for low emmissions
■ 17 hp Kawasaki or 20 hp Onan motor
■ 110 volt battery starter with key switch
■ Low oil shut down
■ Hour meter
■ 360º floating swivel spin-on pad driver
■ Safety regulator fuel system
■ Pad speed to 1850 RPM
■ Head pressure of 40 lbs.
■ 2 year limited manufacturer’s warranty
■ Meets CARB and EPA emissions standards

27" Ultra High Speed Buffer
Model 2700 Burnishes 33,000 Square Feet Per Hour

Easy key start Simple tank removal and 
connection with quick 

connect hose

Easy access to motor and air filters
for simple maintence

Shown with 
Kawasaki 17 hp engine

The 27" design of this propane burnisher covers the floor at an amazing
33,000 square feet per hour. The specially engineered in-line design offers
minimum torque and maximum maneuverability. Large surface areas can
be buffed to a high gloss shine with the 2700’s optimal pad pressure run-
ning at 1850 rpms. Choose from two state-of-the-art engines: the Kawasaki
17 hp, or the Onan 20 hp.



•Up to 6 times faster than electric 
burnishers.

•Labor costs and hours are 
reduced almost 200% with 
propane ultra high speed 
burnishing. 

•Proven safe, superior burnishing.
•Takes advantage of the latest 

technology in polymer and 
urethane-based floor finishes 
to produce the hardest, 
longest-lasting shine.

Powr-Flite propane burnishers uti-
lize proven technology combined
with superior parts and components for
safe, fast burnishing at a quality that is unsur-
passed in the industry. Propane burnishers are

built to withstand tough environments with a maxi-
mum load demand. To meet this challenge, Powr-

Flite uses spun steel parts – never the plastic you
will find in some propane burnisher drive
assemblies. The spun steel parts are chosen
specifically to withstand the torque and vibration
within the drive assembly. 

Ease of mobility is also a major fea-
ture of our propane burnishers. The
larger, sturdier wheels used on Powr-
Flite propane burnishers make it easy

to move the equipment around.
Operators can easily handle
the workload without addi-

tional stress of manhan-
dling the equipment.

And when you are look-
ing for easy maintenance – look no further than
Powr-Flite! The spin-off pad driver and easily
accessible belts make Powr-Flite propane burnish-
ers one of the simplest to maintain.  Most standard
maintenance will take only minutes when you use
Powr-Flite propane burnishers.

Model Number P2113 P2114 P2117 P2717 P2720
Pad Size 21" / 53.3 cm 21" / 53.3 cm 21" / 53.3 cm 27" / 69 cm 27" / 69 cm
Pad Speed 2100 RPM 2100 RPM 2100 RPM 1850 RPM 1850 RPM
Work Rating 25,000 sq. ft. 25,000 sq. ft. 25,000 sq. ft. 33,000 sq. ft. 33,000 sq. ft.
Engine Honda 390 cc Onan 390 cc Kawasaki 494 cc Kawasaki 494 cc Onan 728 cc
Horsepower 13 hp 14 hp 17 hp 17 hp 20 hp
Engine Speed 3600 RPM 3600 RPM 3600 RPM 3600 RPM 3600 RPM
Fuel System regulator system regulator system regulator system regulator system regulator system
Oil Safety System oil alert (buzzer) low oil shut down low oil shut down low oil shut down low oil shut down
Starter 110 volt 12 volt battery w/key 12 volt battery w/key 12 volt battery w/key 12 volt battery w/key
Propane Tank steel safety fill steel safety fill steel safety fill steel safety fill steel safety fill
Width 22.75" 22.75" 22.75" 29.75" 29.75"
Length 51.5" 51.5" 51.5" 58.25" 58.25"
Height 40" 40" 40" 40" 40"
Weight 220 lbs. 250 lbs. 250 lbs. 250 lbs. 250 lbs.
Sound Level 88-90 db 88-90 db 80-82 db 80-82 db 80-82 db
Vibration less than 2.5 mm less than 2.5 mm less than 2.5 mm less than 2.5 mm less than 2.5 mm
Deck cast aluminum cast aluminum cast aluminum cast aluminum cast aluminum
Handle adjustable steel adjustable steel adjustable steel adjustable steel adjustable steel
Motor Warranty 2 years 3 years 2 years 2 years 3 years


